
APPLICATION
Axys Switchback with Adventure Rack

BEFORE YOU BEGIN
Read these instructions and check to be sure all parts and tools are accounted for.
Please retain these installation instructions for future reference and parts ordering
information.

KIT CONTENTS
This Kit includes:

REF QTY PART DESCRIPTION PART NUMBER
1 1 Adventure Rack Bag 2687255

2 2 LOCK & RIDE® Anchor -

1 Instructions 9927074

TOOLS REQUIRED
No Tools Required
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IMPORTANT
Your ADVENTURE RACK BAG KIT is exclusively designed for your vehicle. Please read the installation
instructions thoroughly before beginning. Installation is easier if the vehicle is clean and free of debris. For your
safety, and to ensure a satisfactory installation, perform all installation steps correctly in the sequence shown.

ASSEMBLY TIME
Approximately 5 minutes

INSTALLATION INSTRUCTIONS
1. Install the lock and ride assembly to the bag.

Ref Part Description

A Latch
B Plastic Washer
C Steel Washer (only one per assembly

required)

D Latch Retainer Pin
E Bag Bottom

F Expansion Plug

G Shaft

2. Place the bagq in the rack, lining up brackets (H)
with holes in front of rack.

3. Push expansion plugs (F) from other side of rack
through rear holes.

4. Secure lock and ride by pushing handle (A) in the
down position.

NOTE
Leave zippers open when bag is not in use to allow

moisture inside to escape.

IMPORTANT
Do not carry sharp or pointed objects in the bag.
Maximum load carrying capacity is 12 lbs. (5.4 kg).
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